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Material : Brass
t A ati J
Dimension | Controller Mator horsepower Hydraulic /NC Processing St.atlon(St X
Thread Hole Spindle{Spd.)
PLC 3HP6P | SHP4P |  Hydraulic BoringX2
1 RecessingX1 5X4
PLC 3KW SHP4P NC Tapping X1
PLC SHP6P | 7.5HP4P |  Hydraulic BoringX2
2" RecessingX1 5X4
PLC SKW 7.5HP4P NC Tapping X1
. I.D & O.D. Turning X4
4 Beckhoff SKW 7.5HP4P NC , 6X5
Thread Turning X1
Material : Stainless steel
Motor horsepower Station{St)X
Dimension | Controller £ Hydrauli¢/NC Processing a |on§ ]
Thread Hole Spindle{Spd.)
PLC SHPGP | 7.5HPAP |  Hydraulic Borings2
1" RecessingX1 5X4
. [.D & O.D. Turning X3
2 Beckhoff SKW | 7.5HP4P NC , 5X4
Thread Turning X1
4 Beckhoff | SKW | 7.5HP4P NC 1D &OD. Turning X4 6X5
Thread Turning X1
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No.75 Yongke 7th RD.,YongKang Dist.,Tainan City,71041,Taiwan(YongKang Technology Industrial Park )
TEL : +886-6-203-5558 E-mail:sales-02@kaihung.com http://www.kaihung.com
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